
Emergency LED System

SPECIFICATIONS
Item code 1-10V & Push: EP-UNIV-1-10V 

DALI: EP-UNIV-DALI (Q3 2019)

Input Voltage 220-240VAC, 50/60Hz

Input Current 0.27A Max.

Input Power 58W

Power Factor >0.9

THD <20%

Standby Power <0.5W

Output Type SELV 

Output Current 250-1400mA

Output Voltage Range 11-50VDC

Output Power 45W (1W to 6W @ Emergency)

Output runtime Minimum 90min at 6W, Minimum 180 Minutes at 3W (Factory set for 6W / 90min)

RFI/EMI EN55015

Battery type LiFeP04

Recharge time 12 hours

Warranty 7 years

Product datasheet

FEATURES
- �All-in-one unit combines 0-10V dimmable 

LED driver, emergency LED driver, and 
replaceable backup battery

- Autotest
- �Expected lifetime battery: 10 years
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AUTOTEST EXPLANATION
Every 30 days the unit will perform 
an automatic test to see if the 
battery is still ok. This test will take 
a couple of minutes. Every year the 
unit will perform an automatic test 
which will take 60 minutes.

Red colour: 
Battery need to be replaced"

Green colour: 
Battery is still ok
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DIMENSIONS

INSTALLATION EXAMPLES
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5 mm

4,5 mm

4,5 mm

	42.1W	 Normal situation (900mA)

	 6W	 Emergency situation (90 minutes)

Mini-downlights Aviora

Mini-downlights

Installation box

Installation box
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(max 6W/90 minutes)
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